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                                                                                                 Leroy Somer TAL040F 

PT15 – PT17S 

3- Vertical in-line 

Naturally aspirated 

Indirect injection 

Water cooled 

1.496 liters 

0.1% of fuel consumption 

6.0 liters 

6.0 liters 

Mechanical 

1500 rpm          

5.0 L/H 

N/A 

N/A 

40.2 m3/min 

3.94 m3/min 

For unregulated territories 
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                 50 HZ             60HZ 

 

0.06m3/s           0.072m3/s 

1500 mm 

610 mm 

1000 mm 

485 KG 

1. The applicable voltage range is 380V 
to 415V. For other voltage consult 
factory. 

2. This generating set is of fixed speed of 
1500rpm. 

3. PT15 is the prime power rating of the 
generating set, where a variable load 
and unlimited hours usage are 
applied on the generating set with an 
average load factor of 80% of the 
prime rating over each 24 hour 
period. Noting that a 10% overload is 
available for 1 hour in every 12 hours 
operation. 

4. PT17S is a standby power rating of 
the generating set, where a variable 
load limited to an annual usage up to 
500 hours is applied, with 300 hours 
of which may be continuous running. 
Noting that no overload is permitted. 

50 Hz 230/400 V 

PT15 

15 KVA 

PT17 

17 KVA 

 


